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CONSTRUCTION DETAILS

Remove and salvage existing pole mounted controller ond cabinet. Disconnect power
service wire at disconnect switch. Install 14 LB and rewire service feed to proposed controller cabinet.

Install base mounted controller and cabinet (size 6) as shown. (Note: Two — 4 in. PVC
schedulie 80 and two — 2 in. PVC schedule 80 electrical conduit bends).

Install 4 in. PVC schedule 80 electrical conduit — trenched.
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NEMA PHASING

FLASHING
OPERATION

b 5 b 6

PHASING NOTES:
1. PHASES ASSOCIATED BY A SOLID LINE WILL
NOT OPERATE CONCURRENTLY.

2. PHASES ASSOCIATED BY A DASHED LINE SHALL
OPERATE CONCURRENTLY.
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Use existing handhole. Maintain existing loop detector wire and re—-splice to proposed
2 conductor agluminum shielded cable.

GENERAL NOTES

Install 2 in. PVC schedule 80 electrical conduit — trenched.
2. "D.O0." INDICATS DELAY-OUTPUT.

Install 2 in. PVC schedule 80 electrical conduit —pushed (90 degree bend at wood pole).
CONTRACT NUMBER B-680-501-485.

Use existing conduit. Q{

1. PROPOSED PAVEMENT MARKINGS ARE TO BEiNSfALLED BY OTHERS.
3. THIS IS REVISION TO HTE TRAFFIC SIGNAL INSTALLED IN 10/82 UNDER

Use existing handhole. ,ﬁ?
.o P

Use existing pole base. y

Re-wire existing signal head. éﬁf “igf

Use existing pole base. Install 2 In. PVC schedule 80 slectrical conduit bend into Cj
existing pole foundation. gyf/ Q;Fx
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Remove and reset crash cushion barrels. " <> jj§y
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